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Elementy do kompozytów

KOŁEK Z ŁBEM OKRĄGŁYM 23MM

Materiał: Stal kwasoodporna A4 – 316

Gwint x długość kod

M4x12 BHKKZ23M412 100

M4x16 BHKKZ23M416 100

M4x20 BHKKZ23M420 100

M4x25 BHKKZ23M425 100

M4x30 BHKKZ23M430 100

M4x40 BHKKZ23M440 100

M4x50 BHKKZ23M450 100

M4x60 BHKKZ23M460 100

M4x75 BHKKZ23M475 100

M5x12 BHKKZ23M512 100

M5x16 BHKKZ23M516 100

M5x20 BHKKZ23M520 100

M5x25 BHKKZ23M525 100

M5x30 BHKKZ23M530 100

M5x40 BHKKZ23M540 100

M5x50 BHKKZ23M550 100

M5x60 BHKKZ23M560 100

M5x75 BHKKZ23M575 100

M6x12 BHKKZ23M612 100

M6x16 BHKKZ23M616 100

M6x20 BHKKZ23M620 100

M6x25 BHKKZ23M625 100

M6x30 BHKKZ23M630 100

Gwint x długość kod

M6x40 BHKKZ23M640 100

M6x50 BHKKZ23M650 100

M6x60 BHKKZ23M660 100

M6x75 BHKKZ23M675 100

M8x12 BHKKZ23M812 100

M8x16 BHKKZ23M816 100

M8x20 BHKKZ23M820 100

M8x25 BHKKZ23M825 100

M8x30 BHKKZ23M830 100

M8x40 BHKKZ23M840 100

M8x50 BHKKZ23M850 100

M8x60 BHKKZ23M860 100

M8x75 BHKKZ23M875 100

M10x12 BHKKZ23M1012 100

M10x16 BHKKZ23M1016 100

M10x20 BHKKZ23M1020 100

M10x25 BHKKZ23M1025 100

M10x30 BHKKZ23M1030 100

M10x40 BHKKZ23M1040 100

M10x50 BHKKZ23M1050 100

M10x60 BHKKZ23M1060 100

M10x75 BHKKZ23M1075 100


